
MAINS PRESSURE – INDOOR STAINLESS STEEL

Rheem Indoor Stainless Steel Mains Pressure Electric

35513513
35513515

35518013
35518015

35525015 35530015

Approx. Storage Capacity Litres 135 180 250 300

Weight Empty (approx.) Kg 28 36 46 51

Inlet/Outlet Connections RP ¾” / 20

TPR Valve Connection RP ¾” / 20

TPR Valve Setting kPa 850 850 850 850

Dimensions: mm

A  Cylinder Diameter 560 560 560 560

B  Height / HW Draw-Off 1010 1295 1730 2045

C  Right Cold Feed Inlet 195 195 185 185

D  Left Cold Feed Inlet 195 195 185 185

E  Safety TPR 790 1075 1510 1825

F  Lower Element 1 ¼” BSP F

Element Type INC800 Screw-in

Element Rating kW 2.0 or 3.0 2.0 or 3.0 3.0 3.0

Electrical Connection 230V AC 50Hz

Thermostat Setting °C 60 min / 70 max

No. of People (Moderate) 1–3 3–5 3–6 3–6

No. of People (Cold) 1–2 3–4 3–5 3–5

Installation Location Indoor

Cylinder Warranty* Years 10
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F = Female  M = Male    Fitting heights measured from bottom of cylinder (mm).

All measurements are nominal.

*Domestic replacement warranty on cylinder/tank: 10 years cylinder, 3 years labour on cylinder, 1 year parts and labour. 
Conditions apply.
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